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Product Specifications Model O2E2 
 
Measurement Range  0 to 100% oxygen  
Accuracy  ±0.5%  
Cross Sensitivity  ±0.2% for any foreign gas  
Response Time  <1 second at normal flow rate, additional low pass filtering 

programmable 
Ambient Temperature  -10 to 50 deg C operating, -20 to 60 deg C storage.   
Gas Inlet Temperature  -10 to 50 deg C 
Gas Pressure  250 to 1150 mbar 
Humidity  0 to 95% non-condensing 
Warm-up Time  5 minutes 
Display Resolution  0.1% O2 
Analog Output  4 to 20 mA (max 750 ohm load), range programmable 
Serial Outputs  RS232 (TXD, RXD, Ground), RS485 Modbus compatible 
Relays  
  

SPDT, 5 Amps max, 115 VAC or 24 VDC 
Alarm Relay programmable in 12 different Horn/Strobe modes 
Limit Relay A: Programmable low limit or high limit, failsafe on/off 
Limit Relay B: Programmable low limit or high limit, failsafe on/off 
Low Flow Warning Relay: Active if sample flow problem 
System OK Relay: Programmable failsafe on/off 

Power  115 VAC, 40 Watts max 
Display  16 x 2 character VFD, 8 mm character size 
Keyboard   12 capacitive touch keys 
Enclosure  NEMA 4X rated non-metallic boxes with Lexan windows, wall 

mounted. 
Outside dimensions: Height: 39 in, Width: 18 in, Depth: 12 in  
Weight: 65 pounds. 
Conduit connection: ¾ EMT x2 supplied by user. 

Electrical Interface  Power: Terminal strip (115 VAC) 
4-20 mA: Terminal strip (+/-) 
RS232 Serial: Terminal strip (IN, OUT) 
RS485 Modbus: Terminal strip (+/- IN, +/- OUT) 
Relays: Terminal strip (N.O., Common, N.C.) 

Pneumatic Interface.  A 2-stage pump draws a gas sample at a flow up to 5 l/min at 
atmospheric pressure. Two-stage inlet filters block condensate:.  
Inlet/outlet tubing: ¼” OD rigid tubing. Larger bore tubing will degrade 
time response. With ¼” OD tubing having a 0.193” ID, the time delay 
for drawing a sample over a 20’ line is less than 7 seconds. 

Serviceability.   Analyzer enclosure unbolts with four screws.   
Sensor door may be removed at hinge pins.   
Filter systems modular.  
Electrical connections are made to a terminal board.   
Pneumatic connections: Stainless steel compression. 
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